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Bid Number 50-00134837

LABOR, MATERIALS AND NECESSARY ESSENTIALS TO INSTALL NEW
TOT LOT PLAY STRUCTURES INCLUDING SLAB, STRUCTURES AND
SAFETY SURFACE

BID DUE: July 20, 2021 AT 2:00 PM

ATTENTION VENDORS!!!

Please review all pages and respond accordingly, complying with all provisions

in the technical specifications and Jefferson Parish Instructions for Bidders and

General Terms and Conditions. All bids must be received on the Purchasing

Department’s eProcurement site, www.jeffparishbids.net, by the bid due date

and time. Late bids will not be accepted.

Jefferson Parish Purchasing Department
200 Derbigny Street
General Government Building, Suite 4400
Gretna, LA 70053
Buyer Name: Daphne Nelson
Buyer Email: Dnelson@jeffparish.net
Buyer Phone: 504-364-2650




JEFFERSON PARISH

DEPARTMENT OF PURCHASING

CYNTHIA LEE SHENG RENNY SIMNO
PARISH PRESIDENT DIRECTOR

September 2020

Changes to Jefferson Parish Bidding Information

The Jefferson Parish Purchasing Department would like to make vendors aware of the following changes:

Total Bid Price Must Include the Cost of Naming Jefferson Parish as Additional Insured:

Bidder acknowledges that Bidder recovered the cost of any required insurance in the contract price as
required by La.R.S. 9:2780.1 and that Bidder recovered any such cost for the purposes of insuring an
obligation to indemnify Jefferson Parish, defend Jefferson Parish, or hold Jefferson Parish harmless and that
Bidder’s indemnity liability is limited to the amount of the proceeds that are payable under the insurance
policy or policies that Bidder has obtained.

Electronic Procurement: Beginning November 1, 2020, Jefferson Parish will no longer accept manual bid
submissions; and will only accept bid submissions electronically via our e-Procurement system, Central
Bidding. Central Bidding can be accessed by visiting either www.centralbidding.com or
www.jeffparishbids.net. All bidders will be required to register with Central Bidding. Jefferson Parish
vendors are able to register for free by accessing the following link:
https://www.centralauctionhouse.com/registration.php.

Probable Construction Cost: Per Jefferson Parish Administrative Policy, the probable construction cost is
not revealed in the Jefferson Parish Bidding Documents. Jefferson Parish Administrative Policy has changed
and a range of the probable construction cost will be stated in the Jefferson Parish bidding document,
entitled Important Notice to All Bidders — Bid Requirements. Per Louisiana Public Bid Law, the probable
construction cost will be read at the bid opening.

Insurance Requirement: All bidders must provide proof of valid insurance in the required amounts as
stated in the Standard Insurance Requirements for bidding purposes. Failure to provide the proof of valid
insurance in all of the required coverage amounts will result in bid rejection.

GENERAL GOVERNMENT BLDG. — 200 DERBIGNY ST., SUITE 4400, GRETNA, LA 70053
OFFICE 504.364.2678

JOSEPH S. YENNI BLDG. — 1221 ELMWOOD PARK BLVD., SUITE 404, JEFFERSON, LA 70123
OFFICE 504.364.2678
EMAIL: PURCHASING@JEFFPARISH.NET WEBSITE: WWW.JEFFPARISH.NET



Bid Bond

An Electronic Bid Bond must be submitted with this bid, through one of the respective clearing
houses at www.jeffparish.net or www.centralbidding.com. To access the bonding companies on
Central Bidding, hover over the “Central Bidding” link at the top of the page and select the “Bid
Bonds” link.

The electronic bid bond number is to be placed in the required section listed on the standard
envelope. Scanned copies of bid bonds will not be accepted with your submission.
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IMPORTANT NOTICE TO ALL BIDDERS — BID REQUIREMENTS
A LOUISIANA CONTRACTOR'S LICENSE FOR THIS PROJECT

Must be in the following category:

IBuiIding Construction and/or Specialty: Recreation and Sporting Facilities and Golf Courses —l

B. PROBABLE CONSTRUCTION RANGES I$0 - $250,000.00

Range of The Probable Construction Cost for Base Bid:

Range of The Probable Construction Cost for Alternate No. 1: I

Range of The Probable Construction Cost for Alternate No. 2:

l

J L—J

Range of The Probable Construction Cost for Alternate No. 3:

Range of The Previous Contract Cap IN/A

(Public Work Maintenance Contract):

C. TIMELINES
Except as where provided by law, Bidder agrees that this bid shall be legally binding and may not be
withdrawn for a period of forty-five (45) calendar days after the scheduled closing time for receiving
bids. In the event the Owner Issues the Letter of Award (copy of adopted resolution awarding bid by
Jefferson Parish Council) during this period, the bid accepted shall continue to remain binding pending
execution of the Contract.

Bidder agrees to execute the ensuing Contract and will deliver applicable Bonds to secure the faithful
performance thereof.

PROTESTS: Only those vendors that submit bids in response to this solicitation may protest any
element of the procurement, in writing to the Director of the Purchasing Department. Written protest
must be received within 48 hours of the release of the bid tabulation by the Purchasing Department.
After consultation, the Parish Attorney's Office will then respond to protests in writing. (For more
information, please see Chapter 2, Article VII, Division 2, Sec. 2-913 of the Jefferson Parish Code of
Ordinances.)

Upon full execution of the Contract and receiving a written notice to proceed, the
Bidder agrees that all work shall be completed as follows:

ISubstantiaI Completion shall be within 90 consecutive days from Notice to Proceed.

D. SALES TAX EXEMPTION
For this project, the Contractor shall not pay any state or local sales or use taxes

on materials and equipment which are affixed and made part of the immovable
property of the project or which is permanently incorporated in the project
{hereinafter referred to as “applicable materials and equipment”). All purchases of
applicable materials or equipment shall be made by the contractor on behalf of and
as the agent of Jefferson Parish (Owner), a political subdivision of the State of
Louisiana. No state and local sales and usé taxes are owed on applicable materials
and equipment under the provisions of Act 1029 of the 1991 Regular Session —
Louisiana Revised Statute 47:301(8)(c). Owner will furnish to contractor a
certificate form which certifies that Owner is not required to pay such state or local

sales and use taxes, and contractor shall furnish a copy of such certificate to all

vendors or suppliers of the applicable materials and equipment, and report to

Owner the amount of taxes not incurred.
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E. LIQUIDATED DAMAGES
In accordance with Resolutions 136352 and 136353, Bidder agrees to pay, as liquidated damages, the
sum of [One Hundred ($100.00) | for: (1) each consecutive calendar day after the agreed date of
completion that the work remains substantially incomplete, or (2) each consecutive calendar day after
substantial completion that the work has not been finally completed.

In addition to, but not in lieu of the per diem liquidated damages, Owner shall also be entitled to recover
from Contractor or Contractor’s Surety additional liquidated damages as detailed in Resolutions
113646 and 113647. These additional liquidated damages may include, but are not limited to the
following, in the amounts and for each of the items identified in the Supplementary Conditions:

1 Extended architectural and/or engineering fees $ [V ] 4
(2) Extended Resident Project Representative fees $ [N/A ]

(3) Extended construction management fees §[wA | ;
(4) Extended Owner’s overhead and personnel expenses $[NA 1; and
(5) Owner's other costs directly related to the delay in completion beyond the Contract Times.

Also, in accordance with Section 6.02, “Labor; Working Hours,” whenever Contractor’s work requires
inspections in excess of the budgeted amount for inspection, Contractor shall reimburse Owner for
the additional costs incurred by the Owner attributable to inspection of the contracted project in
excess of the budgeted amount for inspections.

In accordance with the terms of the Engineer's agreement with the Owner, the average hourly rate to
be charged for resident inspection for this construction project is $ and the reasonable
budget for such inspections is $ (the overtime rates shallbe $(vA______ | per hour). The
cost of inspection in excess of this budgeted amount shall be assessed against Contractor's progress
payments, all in accordance with LSA R.S. 38:2216(L)(2).

F. METHODS OF BID SUBMISSION
Online at no charge via Jefferson Parish’s electronic procurement page by visiting
www.jeffparishbids.net. Registration and use of this site is free to Jefferson Parish vendors.

G. ETHICAL STANDARDS AND COOPERATION WITH THE OFFICE OF THE INSPECTOR
GENERAL, INCLUDING CONFLICTS OF INTEREST
Vendor agrees by bid submission to comply with all provisions of Louisiana Law as well as
compliance with the Jefferson Parish Code of Ordinances, Louisiana Code of Ethics, as published
on http://ethics.la.gov and applicable Jefferson Parish ethical standards and Jefferson Parish Terms
and Condition.

Inspector General: It shall be the duty of every parish officer, employee, department, agency, special
district, board, and commission; and the duty of every contractor, subcontractor, and licensee of the parish,
and the duty of every applicant for certification of eligibility for a parish contract or program, to cooperate with
the inspector general in any investigation, audit, inspection, performance review, or hearing pursuant to
JPCO 2-155.10(19). Every parish contract and every bid, proposal, application or solicitation for a parish
contract, and every application for certification of eligibility for a parish contract or program shall contain a
statement that the corporation, partnérship, or person understands and will abide by all provisions of JPCO
2-155.10.

Conflicts of Interest: Jefferson Parish adheres to the Louisiana Code of Governmental Ethics, contained in
Louisiana Revised Statutes Annotated, R.S. 42:1101, et seq. Vendor/Proposer by this submission warrants
that there are no “conflicts of interest” related to this procurement that would violate applicable Louisiana
Law. Violation of the Louisiana Code of Governmental Ethics may result in rescission of contract, permit or
licenses, and the imposition of fines and/or penalties, without contractual liability to the public in accordance
with applicable law.

Important Notice to All Bidders_ revision 10.22.2020



H. REQUIRED AFFIDAVITS
For convenience, all legally mandated affidavits have been combined into one form, entitled THE
PUBLIC WORKS BID AFFIDAVIT. All bidders must submit with their bid submission, a completed,
signed and properly notarized affidavit in its original format and without alteration in order to be
compliant and for the bid to be considered responsive. A scanned copy of the completed, signed
and properly notarized affidavit may be submitted with the bid; however, the successful bidder must
submit the original affidavit in its original format and without material alteration prior to, or at
contract execution. Failure to comply will result in the bid submission being rejected as non-
responsive. The Parish reserves the right to award bid to the next lowest responsive and
responsible bidder in this event.

1. BID REQUIREMENTS (BID DOCUMENTS, SPECIFICATIONS, BONDS, W-9 AND PAYMENT
INFO)

Bidders must review the bid specifications and include any required documentation including but not
limited to the LA Public Works Uniform Bid Form, Bid Security, Corporate Resolution or written
evidence of signature authority, and the Public Works Affidavit. Pursuant to LAR.S. 38:2212(B)(3)(b),
bidders shall also be responsible for providing any other documentation as required, i.e. federal
grant documentation, etc. Please note that the payment and performance bonds must be supplied by
the successful bidder at contract signing.

All vendors submitting bids should register as a Jefferson Parish vendor, if not already registered.
Registration forms may be downloaded from http://purchasing.jeffparish.net and click on Vendor
Information. Current W-9 forms with respective Tax Identification numbers and vendor applications
may be submitted at any time; however, if your company is not registered and/or a current W-9 form
is not on file, vendor registration is mandatory. Vendors may experience a delay in payment if your
company is not a registered vendor with Jefferson Parish.

Bidders must comply with all provisions of the General Terms and Conditions as approved by
Resolution No. 136352 and/or 136353. A copy of these terms and resolutions may be obtained from
the Office of the Parish Clerk, Suite 6700, Jefferson Parish General Government Building, 200
Derbigny Street, Gretna, Louisiana 70053. Bidders may also obtain a copy by visiting the Purchasing
Department’s webpage at www.purchasing.jeffparish.net and clicking on online forms.

Bid Security: Bidders shall provide bid security in the form of an electronic bid bond in the amount of
five percent (5%) of the total bid price (Base Bid and any Alternates) (as per R.S. 38:2218). Such
security will become the property of the Owner in the event the successful bidder fails or refuses to
execute the Contract or fails to produce performance and payment bonds upon contract signing.

When submitting online, bidders must submit an electronic bid bond through the respective online
clearinghouse bond management system(s) as indicated in the electronic bid solicitation on Central
Auction House. No scanned paper copies of any bid bond will be accepted as part of the electronic
bid submission.

Performance Bond: A performance bond is required in 100% of the contract amount and is due at t‘he
signing of the formal contract.

Payment Bond: A payment bond is required in 100% of the contract amount and is due at the signing
of the formal contract.

Important Notice to All Bidders_ revision 10.22.2020



J. INSURANCE REQUIREMENTS
All Bidders must submit with bid submission a current (valid) insurance certificate evidencing required
coverages. Failure to comply will cause the bid to be rejected. The current insurance certificate will be used
for proof of insurance at time of evaluation. Thereafter, and prior to contract execution, the low bidder will
be required to provide final insurance certificates to the Parish which shall name the Jefferson Parish, its
Districts Departments and Agencies under the direction of the Parish President and the Parish Council as
additional insureds regarding negligence by the contractor for the Commercial General Liability and the
Comprehensive Automobile Liability policies. Additionally, said certificates should reflect the name of the
Parish Department receiving goods and services and reference the respective Jefferson Parish bid number.

JEFFERSON PARISH REQUIRED STANDARD INSURANCE
M WORKER'S COMPENSATION INSURANCE

As required by Louisiana State Statute, exception; Employer's Liability, Section B shall be
$1.000,000 per occurrence when Work Is to be over water and involves maritime exposures
to cover all employees not covered under the State Worker's Compensation Act, otherwise
this limit shall be no less than $500,000 per occurrence.

M  COMMERCIAL GENERAL LIABILITY

Shall provide limits not less than the following: $1,000,000.00 Combined Single Limit per
Occurrence for bodily injury and property damage.

4] COMPREHENSIVE AUTOMOBILE LIABILITY
Bodily injury liability $1,000,000.00 each person; $1,000,000.00 each occurrence. Property

Damage Liability $1,000,000.00 each occurrence.

An umbrella policy or excess may be used to meet minimum requirements.

The following are required if selected. Such insurance is due upon contract execution.

[  OWNER'S PROTECTIVE LIABILITY

To be for the same limits of liability for bodily injury and property damage liability
established for commercial general liability.

BUILDER'S RISK INSURANCE

The contractor shall maintain Builder’s Risk Insurance at his own expense to

insure both the owner (Parish of Jefferson) and contractor as their interest may
appear.

INSURANCE DEDUCTIBLES - The Parish Attorney with concurrence of the Director of Risk Management
have waived the deductible section of the Terms and Conditions for all Invitations to Bid, until further
notice.
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INDEMNIFICATION

Bidder acknowledges that Bidder recovered the cost of any required insurance in the
contract price as required by La.R.S. 9:2780.1(l) and that Bidder recovered any such cost
for the purposes of insuring an obligation to indemnify Jefferson Parish, defend Jefferson
Parish, or hold Jefferson Parish harmless and that Bidder’s indemnity liability is limited to
the amount of the proceeds that are payable under the insurance policy or policies that
Bidder has obtained.

Important Notice to All Bidders_ revision 10.22.2020



R-1020 (4/12)

Designation of Construction Contractor
as Agent of a Governmental Entity
Sales Tax Exemption Certificate

Contributing to a berter quality of life

, an agency of the United
Legal Name of Governmental Entity

States government, or an agency, board, commission, or instrumentality of the State of Louisiana or its political subdivisions, including

parishes, municipalities and school boards, does hereby designate the following contractor as its agent for the purpose of making sales

tax exempt purchases on behalf of the governmental body:

Name of Contractor

Address

City State | zIP

This designation of agency shall be effective for purchases of component construction materials, taxable services and leases and rentals

of tangible personal property for the following named construction project:

Construction Project Contract Number

This designation and acceptance of agency is effective for the period

Beginning Date (mm/ddlyyyy) End Date (mm/ddlyyyy)

Purchases for the named project during this period by the designated contractor shall be considered as the legal equivalent of purchases
directly by the governmental body. Any materials purchased by this agent shall immediately, upon the vendor's delivery to the agent,
become the property of this government entity. This government entity, as principal, assumes direct liability to the vendor for the payment
of any property, services, leases, or rentals made by this designated agent. This agreement does not void or supersede the obligations of
any party created under any construction contract related to this project, including specifically any contractual obligation of the construc-

tion contractor to submit payment to the vendors of materials or services for the project.

This contractor-agent is not authorized to delegate this purchasing agency to others; separate designations of agency by
this governmental entity are required for each contractor or sub-contractor who is to purchase on behalf of this governmen-
tal entity. The undersigned hereby certify that this designation is the entirety of the agency designation agreement between
them. In order for a purchase for an eligible governmental entity through a designated agent to be eligible for sales tax exemp-
tion, the designation of agency must be made, accepted, and disclosed to the vendor before or at the time of the purchase

transaction.

Designation of Agency Acceptance of Agency

Signature of Authorized Designator Date (mm/ddlyyyy) Signature of Contractor or Subcontractor Authorized Acceptor Date (mm/ddlyyyy)
Name of Authorized Designator Name of Contractor's or Subcontractor's Acceptor

Name of Governmental Entity Name of Contractor

Address Address

City State zIP City State ZIP

This designation of agency form, when properly executed by both the contractor and the governmental entity, shall serve as evidence
of the sales tax exempt status that has been conferred onto the contractor. No other exemption certificate form is necessary to claim
exemption from sales taxes. The agency agreement evidenced by this sales tax exemption certificate must be implemented at the time
of contract execution with the governmental entity. The contract between the governmental entity and his agent must contain provisions

to authenticate the conferment of agency.



CORPORATE RESOLUTION

EXCERPT FROM MINUTES OF MEETING OF THE BOARD OF DIRECTORS OF

INCORPORATED.

AT THE MEETING OF DIRECTORS OF
INCORPORATED, DULY NOTICED AND HELD ON ,
A QUORUM BEING THERE PRESENT, ON MOTION DULY MADE AND SECONDED. IT
WAS:

RESOLVED. THAT , BE AND IS HEREBY
APPOINTED, CONSTITUTED AND DESIGNATED AS AGENT AND ATTORNEY-IN-
FACT OF THE CORPORATION WITH FULL POWER AND AUTHORITY TO ACT ON
BEHALF OF THIS CORPORATION IN ALL NEGOTIATIONS, BIDDING, CONCERNS
AND TRANSACTIONS WITH THE PARISH OF JEFFERSON OR ANY OF ITS AGENCIES,
DEPARTMENTS, EMPLOYEES OR AGENTS, INCLUDING BUT NOT LIMITED TO, THE
EXECUTION OF ALL BIDS, PAPERS, DOCUMENTS, AFFIDAVITS, BONDS, SURETIES,
CONTRACTS AND ACTS AND TO RECEIVE AND RECEIPT THEREFOR ALL
PURCHASE ORDERS AND NOTICES ISSUED PURSUANT TO THE PROVISIONS OF
ANY SUCH BID OR CONTRACT, THIS CORPORATION HEREBY RATIFYING,
APPROVING, CONFIRMING, AND ACCEPTING EACH AND EVERY SUCH ACT
PERFORMED BY SAID AGENT AND ATTORNEY-IN-FACT.

I HEREBY CERTIFY THE FOREGOING TO BE
A TRUE AND CORRECT COPY OF AN
EXCERPT OF THE MINUTES OF THE
ABOVE DATED MEETING OF THE BOARD
OF DIRECTORS OF SAID CORPORATION,
AND THE SAME HAS NOT BEEN
REVOKED OR RESCINDED.

SECRETARY-TREASURER

DATE



Non-Public Works Bid
Affidavit Instructions

Affidavit is supplied as a courtesy to Affiants, but it is
the responsibility of the affiant to insure the affidavit
they submit to Jefferson Parish complies, in both form
and content, with federal, state and parish laws.
Affidavit must be signed by an authorized
representative of the entity or the affidavit will not be
accepted.

Affidavit must be notarized or the affidavit will not be
accepted.

Notary must sign name, print name, and include
bar/notary number, or the affidavit will not be
accepted.

Affiant MUST select either A or B when required or the
affidavit will not be accepted.

Affiants who select choice A must include an
attachment or the affidavit will not be accepted.

If both choice A and B are selected, the affidavit will not
be accepted.

Affidavit marked N/A will not be accepted.

It is the responsibility of the Affiant to submit a new
affidavit if any additional campaign contributions are
made after the affidavit is executed but prior to the time
the council acts on the matter.

Instruction sheet may be omitted when submitting the affidavit



Non-Public Works Bid

AFFIDAVIT

STATE OF

PARISH/COUNTY OF

BEFORE ME, the undersigned authority, personally came and appeared:

, (Affiant) who after being by me duly sworn, deposed and said that

he/she is the fully authorized of (Entity),
the party who submitted a bid in response to Bid Number , to the Parish of
Jefferson.

Affiant further said:

Campaign Contribution Disclosures

(Choose A or B, if option A is indicated please include the required

attachment):

Choice A Attached hereto is a list of all campaign contributions, including
the date and amount of each contribution, made to current or
former elected officials of the Parish of Jefferson by Entity,
Affiant, and/or officers, directors and owners, including
employees, owning 25% or more of the Entity during the two-year
period immediately preceding the date of this affidavit or the
current term of the elected official, whichever is greater. Further,
Entity, Affiant, and/or Entity Owners have not made any
contributions to or in support of current or former members of the
Jefferson Parish Council or the Jefferson Parish President through
or in the name of another person or legal entity, either directly or
indirectly.

Choice B there are NO campaign contributions made which would require
disclosure under Choice A of this section.
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Debt Disclosures
(Choose A or B, if option A is indicated please include the required

attachment):

Choice A Attached hereto is a list of all debts owed by the affiant to any
elected or appointed official of the Parish of Jefferson, and any and
all debts owed by any elected or appointed official of the Parish to
the Affiant.

Choice B There are NO debts which would require disclosure under Choice
A of this section.

Affiant further said:

That Affiant has employed no person, corporation, firm, association, or other
organization, either directly or indirectly, to secure the public contract under which he
received payment, other than persons regularly employed by the Affiant whose services
in connection with the construction, alteration or demolition of the public building or

project or in securing the public contract were in the regular course of their duties for
Affiant; and

[The remainder of this page is intentionally left blank.]
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That no part of the contract price received by Affiant was paid or will be paid to any
person, corporation, firm, association, or other organization for soliciting the contract,
other than the payment of their normal compensation to persons regularly employed by
the Affiant whose services in connection with the construction, alteration or demolition
of the public building or project were in the regular course of their duties for Affiant.

Signature of Affiant

Printed Name of Affiant

SWORN AND SUBSCRIBED TO BEFORE ME
ON THE DAY OF , 20

Notary Public

Printed Name of Notary

Notary/Bar Roll Number

My commission expires
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INVITATION TO BID

DATE: 6/23/2021 THIS IS NOT AN ORDER Page: 1
BID NO.: 50-00134837 JEFFERSON PARISH
PURCHASING DEPARTMENT : - -
P.O. BOX 9 BUYER: DNELSON@)jeffparish.net

GRETNA, LA. 70054-0009
504-364-2678

BIDS WILL BE RECEIVED ONLINE VIA WWW.JEFFPARISHBIDS.NET UNTIL 2:00 PM, 7/20/2021 AND PUBLICLY OPENED
THEREAFTER IN THE WEST BANK PURCHASING DEPT, SUITE 4400, JEFFERSON PARISH GENERAL GOVERNMENT
BUILDING, 200 DERBIGNY STREET, GRETNA, LA 70053. At no charge, bidders are to submit via Jefferson Parish’s
electronic procurement page by visiting www.jeffparishbids.net to register for this free site. Additional instructions are
included in the text box highlighting electronic procurement.

LATE BIDS WILL NOT BE ACCEPTED

NOTE: ONLY BIDS WRITTEN IN INK OR TYPEWRITTEN, AND PROPERLY SIGNED BY A MEMBER OF THE FIRM OR
AUTHORIZED REPRESENTATIVE, WILL BE ACCEPTED. PENCIL AND/OR PHOTOSTATIC FIGURES OR
SIGNATURES SHALL RESULT IN BID REJECTION. HOWEVER, ELECTRONIC SIGNATURES AS DEFINED IN
LSA - R.S. 9:2620(8) ARE ACCEPTABLE. SIGNATURE MUST BE A SECURED DIGITAL SIGNATURE.

INSTRUCTIONS FOR BIDDERS AND GENERAL CONDITIONS
THE FOLLOWING INSTRUCTIONS APPLY TO ALL BIDS

All bids submitted are subject to these instructions and general conditions and any special conditions and specifications contained
herein, all of which are made part of this bid proposal reference. By submitting a bid, vendor agrees to comply with all provisions of
Louisiana Law as well be in compliance with the Jefferson Parish Code of Ordinances, Louisiana Code of Ethics, applicable Jefferson
Parish ethical standards and Jefferson Parish Resolution No. 113646 and/or Resolution No. 113647.

Jefferson Parish adheres to the Louisiana Code of Governmental Ethics, contained in Louisiana Revised Statutes Annotated, R.S.
42:1101, et seq. Vendor/Proposer by this submission, warrants that there are no "conflicts of interest" related to this procurement that
would violate applicable Louisiana Law. Violation of the Louisiana Code of Governmental Ethics may result in rescission of contract,
permit or licenses, and the imposition of fines and/or penalties, without contractual liability to the public in accordance with applicable
law.

All vendors submitting bids should register as a Jefferson Parish vendor if not already yet registered. Registration forms may be
downloaded from http://purchasing.jeffparish.net and by clicking on Vendor Information. Current W-9 forms with respective Tax

Identification numbers and vendor applications may be submitted at any time; however, if your company is not registered and/or
a current W-9 form is not on file, vendor registration is mandatory. Vendors may experience a delay in payment if your company
is not a registered vendor with Jefferson Parish.

All quotations shall be based on F.O.B. Agency warehouse or job site, anywhere within the Parish as designated by the Purchasing
Department. This provision does not apply to public works projects

JEFFERSON PARISH requires all products to be new (current) and all work must be performed according to standard practices for the
project. Unless otherwise specified, no aftermarket parts will be accepted. Unless otherwise specified, all workmanship and materials
must have at least one (1) year guaranty, in writing, from the date of delivery and/or acceptance of the project. Any deviations or
alterations from the specifications must be indicated and/or supporting documentation supplied with bid submission.

Bidders should submit all questions in writing via email to the buyer's email address as indicated above, no later than Five (5) working
days prior to the bid opening. Bid numbers should be mentioned in ali requests. If submitting online, vendors may send questions via
the E-Procurement site no later than Five (5) working days prior to the bid opening.

If this bid requires a pre-bid conference (see Additional Requirements section), bidders are advised that such conference will be held to
allow bidders the opportunity to identify any discrepancies in the bid specifications and seek further clarification regarding instructions.
The Purchasing Department will issue a written response to bidders’ questions in the form of an Addendum. Please note that all official
communication will be expressed in the form of an addendum.

Visit our website at HTTP://PURCHASING.JEFFPARISH.NET



DATE:  6/23/2021

BID NO.: 50-00134837 Page: 2

All formal Addenda require written acknowledgement on the bid form by the bidder. Failure to acknowledge an Addendum on the
bid form shall cause the bid to be rejected. JEFFERSON PARISH reserves the right to award bid to next lowest responsive and
responsible bidder in this event.

JEFFERSON PARISH will accept one price for each item unless otherwise indicated. Two or more prices for one item will result in
bid rejection. Bidders are required to complete, sign and return the bid form and/or complete and return the associated line item
pricing forms as indicated. Vendors must not alter the bid forms. Doing so will cause the bid to be rejected.

A corporate resolution or written evidence of the individual signing the bid having such authority must be submitted with the bid.
Failure to comply will cause bid to be rejected. For corporate entities, such written evidence may be a printout of the Louisiana
Secretary of State’s website listing the signatory as an officer. Such printout shall be included with the bid submission. Bids
submitted by Owners or Sole Proprietorships must include certification that he or she owns the entity for which the bid is signed.
This documentation must be submitted with the bid. Failure to do so will result in bid rejection.

NOTE: A sample corporate resolution can be downloaded from our website http:/purchasing.jeffparish.net or you may provide
your own document. A sample certification of sole proprietorship can also be downloaded from our website
http://purchasing.jeffparish.net or you may provide your own document.

INSTRUCTIONS FOR BIDDERS AND GENERAL CONDITIONS

A. AWARD OF CONTRACT: JEFFERSON PARISH reserves the right to award contracts or place orders on a lump sum or individual
item basis, or such combination, as shall in its judgment be in the best interest of JEFFERSON PARISH. Every contract or order shall
be awarded to the LOWEST RESPONSIVE and RESPONSIBLE BIDDER, taking into consideration the CONFORMITY WITH THE
SPECIFICATIONS and the DELIVERY AND/OR COMPLETION DATE. SPLIT AWARDS MADE TO SEVERAL VENDORS WILL
ONLY BE GRANTED TO THOSE DEEMED RESPONSIVE AND RESPONSIBLE.

All bid prices shall remain valid for 45 days. Jefferson Parish and the lowest responsive and responsible bidder(s) by mutual written
consent may mutually agree to extend the deadline for award by one (1) or more extensions of thirty (30) calendar days.

PROTESTS: Only those vendors that submit bids in response to this solicitation may protest any element of the procurement, in writing
to the Director of the Purchasing Department. Written protest must be received within 48 hours of the release of the bid tabulation by
the Purchasing Department. After consultation, the Parish Attorney's Office will then respond to protests in writing. (For more
information, please see Chapter 2, Article VII, Division 2, Sec. 2-914.1 of the Jefferson Parish Code of Ordinances.)

PREFERENCE: Unless federal funding is directly spent by Jefferson Parish for this purchase, preference is hereby given to materials,
supplies, and provisions produced, manufactured or grown in Louisiana, quality being equal to articles offered by competitors outside
the state. “LSA — R.S. 38:2251-2261"

B. USE OF BRAND NAMES AND STOCK NUMBERS: Where brand names and stock numbers are specified, it is for the
purpose of establishing certain minimum standards of quality. Bids may be submitted for products of equal quality, provided
brand names and stock numbers are specified. Complete product data may be required prior to award.

C. CANCELLATION OF CONTRACT: JEFFERSON PARISH reserves the right to cancel all or any part if not shipped promptly. No
charges will be allowed for parking or cartage unless specified in quotation. The order must not be filled at a higher price than quoted.
JEFFERSON PARISH reserves the right to cancel any contract at anytime and for any reason by issuing a THIRTY (30) day written
notice to the contractor.

For good cause and as consideration for executing a contract with Jefferson Parish, vendor conveys, sells, assigns and transfers to
Jefferson Parish or its assigns all rights, title and interest in and to all causes of action it may now or hereafter acquire under the
antitrust laws of the United States and the State of Louisiana, relating to the particular good or services purchased or acquired by
Jefferson Parish.

D. PRICES: Jefferson Parish is exempt from paying sales tax under LSA-R.S. 47:301 (8)(c). All prices for purchases by Jefferson
Parish of supplies and materials shall be quoted in the unit of measure specified and unless otherwise specified, shall be exclusive of
state and local taxes. For purchases of labor and materials, the Contractor shall not pay any state or local sales or use taxes on
materials and equipment which are affixed and made part of the immovable property of the project or which permanently incorporated
in the project (hereinafter referred to as "applicable materials and equipment” ). All purchases of applicable materials or equipment shall
be made by the contractor on behalf of and as the agent of Jefferson Parish (Owner), a political subdivision of the State of Louisiana.
No state and local sales and use taxes are owned on applicable materials and equipment under the provisions of Act 1029 of the 1991
Regular Session - Louisiana Revised Statute 47:301(8)(c). Owner will furnish contractor a certificate form which certifies that Owner is
not required to pay such state or local sales and use taxes, and contractor shall furnish a copy of such certificate to all vendors or
suppliers of the applicable materials and equipment. The price quoted for work shall be stated in figures. In the event there is a
difference in unit prices and totals, the unit price shall prevail.

Quantities listed are for bidding purposes only. Actual requirements may be more or less than quantities listed.

Bidders are not to exclude from participation in, deny the benefits of, or subject to discrimination under any program or activity, any
person in the United States on the grounds of race, color, national origin, or sex; nor discriminate on the basis of age under the Age
Discrimination Act of 1975, or with respect to an otherwise qualified handicapped individual as provided in Section 504 of the
Rehabilitation Act of 1973, or on the basis of religion, except that any exemption from such prohibition against discrimination on the
basis of religion as provided in the Civil Rights Act of 1964, or Title VI and VII of the Act of April 11, 1968, shall also apply. This
assurance includes compliance with the administrative requirements of the Revenue Sharing final handicapped discrimination
provisions contained in Section 51.55 (c), (d), (e), and (k)(5) of the Regulations. New construction or renovation projects must
comply with Section 504 of the 1973 Rehabilitation Act, as amended, in accordance with the American National Standard Institute’s
specifications (ANSI A17.1-1961).
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Jefferson Parish and its partners as the recipients of federal funds are fully committed to awarding a contract(s) to firm(s) that will
provide high quality services and that are dedicated to diversity and to containing costs. Thus, Jefferson Parish strongly
encourages the involvement of minority and/or woman-owned business enterprises (DBE's, including MBE's, WBE's and SBE’s) to
stimulate participation in procurement and assistance programs.

The purpose and intention of this invitation to bid is to afford all suppliers an equal opportunity to bid on all construction,
maintenance, repair, operating supplies and/or equipment listed in this bid proposal. JEFFERSON PARISH WILL ACCEPT ONE
BID ONLY FROM EACH VENDOR. Items bid must meet specifications.

Advertised bids will be tabulated and a copy of the tabulation will be forwarded to each responding bidder.

IN ACCORDANCE WITH STATE REGULATIONS JEFFERSON PARISH OFFERS ELECTRONIC PROCUREMENT
TO ALL VENDORS

This electronic procurement system allows vendors the convenience of reviewing and submitting bids online.
This is a secure site and authorized personnel have limited read access only. Bidders are to submit
electronically using this free service; while the website accepts various file types, one single PDF file
containing all appropriate and required bid documents is preferred. Bidders submitting uploaded images of
bid responses are solely responsible for clarity. If uploaded images/documents are not legible, then bidder’s
submission will be rejected. Please note all requil;ements contained in this bid package for electronic bid
submission.

Please visit our E-Procurement Page at www.jeffparishbids.net to register and view Jefferson Parish
solicitations. For more information, please visit the Purchasing Department page at
http://purchasing.jeffparish.net.

The general specifications for construction projects and the purchase of materials, services and/or supplies are those adopted by the
JEFFERSON PARISH Council by Resolution No. 113646 or 113647 as amended. The general conditions adopted by this resolution
shall be considered as much a part of this document as if they were written wholly herein. A copy may be obtained from the Office of
the Parish Clerk, Suite 6700, Jefferson Parish General Government Building, 200 Derbigny Street, Gretna, LA 70053.

You may also obtain a copy by visiting the Purchasing Department webpage at http://purchasing.jeffparish.net and clicking on Online

Forms.
o ADDITIONAL REQUIREMENTS FOR THIS BID

PLEASE MATCH THE NUMBERS PRINTED IN THIS BOX WITH THE
CORRESPONDING INSTRUCTIONS BELOW.

3,4,5,6,7,10,11, 13, 14, 17

NO PRE-BID CONFERENCE WILL BE HELD FOR THIS BID
SEE SPECIFICATIONS FOR SITE VISIT INFORMATION

1. All bidders must attend the MANDATORY pre-bid conference and will be required to sign in and out as evidence of
attendance. In accordance with LSA R.S. 38:2212(1), all prospective bidders shall be present at the beginning of the
MANDATORY pre-bid conference and shall remain in attendance for the duration of the conference. Any prospective

bidder who fails to attend the conference or remain for the duration shall be prohibited from submitting a bid for the
project.

2. Attendance to this pre-bid conference is optional. However, failure to attend the pre-bid conference shall not
relieve the bidder of responsibility for information discussed at the conference. Furthermore, failure to attend
the pre-bid conference and inspection does not relieve the successful bidder from the necessity of furnishing
materials or performing any work that may be required to complete the work in accordance with the specification
with no additional cost to the owner.

3. Contractor must hold current applicable JEFFERSON PARISH licenses with the Department of Inspection and
Code Enforcement. Contractor shall obtain any and all permits required by the JEFFERSON PARISH
Department of Inspection and Code Enforcement. The contractor shall be responsible for the payment of
these permits. All permits must be obtained prior to the start of the project. Contractor must also hold any
and all applicable Federal and State licenses. Contractor shall be responsible for the payment of these permits
and shall obtain them prior to the start of the project.
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10.

11.

12.

13.

14.

INSTRUCTIONS FOR BIDDERS AND GENERAL CONDITIONS

A LA State Contractor’s License will be required in accordance with LSA R.S. 37-2150 et. seq. and such license
number will be shown on the outside of the bid electronic envelope. Failure to comply will cause the bid to be rejected.
When submitting the bid electronically, the license number must be entered in the appropriate field in the electronic
procurement system. Failure to comply will cause the bid to be rejected.

It is the bidder’s responsibility to visit the job site and evaluate the job before submitting a bid.

Job site must be clean and free of all litter and debris daily and upon completion of the contract. Passageways must be kept
clean and free of material, equipment, and debris at all times. Flammable material must be removed from the job site daily
because storage will not be permitted on the premises. Precaution must be exercised at all times to safeguard the welfare of
JEFFERSON PARISH and the general public.

PUBLIC WORKS BIDS: All awards for public works in excess of $5,000.00 will be reduced to a formal contract which shall be
recorded at the contractor's expense with the Clerk of Court and Ex-Officio Recorder of Mortgages for the Parish of Jefferson. A
price list of recordation costs may be obtained from the Clerk of Court and Ex-Officio Recorder of Mortgages for the Parish of
Jefferson. All awards in excess of $25,000.00 will require both a performance and a payment bond:-Unless otherwise stated in
the bid specifications, the performance bond requirements shall be 100% of the contract price. Unless otherwise state in the bid
sfpecifications, the payment bond requirements shall be 100% of the contract price. Both bonds shall be supplied at the signing
of the contract.

NON-PUBLIC WORKS BIDS: A performance bond will be required for this bid. The amount of the bond will be 100% of the
contract price unless otherwise indicated in the specifications. The performance bond shall be supplied at the signing of the
contract.

NON-PUBLIC WORKS BIDS: A payment bond will be required for this bid. The amount of the bond will be 100% of the
contract price unless otherwise indicated in the specifications. The payment bond shall be supplied at the signing of the
contract.

All bidders must comply with the requirements stated in the attached “Standard Insurance Requirements” sheet attached to this
bid solicitation. Failure to comply with this instruction will result in bid rejection.

A bid bond will be required with bid submission in the amount of 5% of the total bid, unless otherwise stated in the bid
specifications. All sureties must be in original format (no copies) When submitting a bid online, vendors must submit an
electronic bid bond through the respective online clearinghouse bond management system(s) as indicated in the electronic bid
solicitation on Central Auction House. No scanned paper copies of any bid bond will be accepted as part of the electronic bid
submission.

This is a requirements contract to be provided on an as needed basis. JEFFERSON PARISH makes no representations on
warranties with regard to minimum guaranteed quantities unless otherwise stated in the bid specifications.

Freight charges should be included in total cost when quoting. If not quoted FOB DELIVERED, freight must be quoted as a
separate item. Bid may be rejected if not quoted FOB DELIVERED or if freight charges are not indicated on bid form.

PUBLIC WORKS BIDS - Completed, Signed and Properly Notarized Affidavits Required; This applies to all solicitations for
construction, alteration or demolition of public buildings or projects, in conformity with the provisions contained in LSA-RS
38:2212.9, LSA-RS 38:2212.10, LSA-RS 38:2224, and Sec 2-923.1 of the Jefferson Parish Code of Ordinances. For bidding
purposes, all bidders must submit with bid submission COMPLETED, SIGNED and PROPERLY NOTARIZED Affidavits,
including: Non-Conviction Affidavit, Non-Collusion Affidavit, Campaign Contribution Affidavit, Debt Disclosures Affidavit and
E-Verify Affidavit. For the convenience of vendors, all affidavits have been combined into one form entitled PUBLIC WORKS
BID AFFIDAVIT. This affidavit must be submitted in its original format, and without material alteration, in order to be compliant
and for the bid to be considered responsive. A scanned copy of the completed, signed and properly notarized affidavit may be
submitted with the bid, however, the successful bidder must submit the original affidavit in its original format and without material
alteration upon contract execution. Failure to comply will result in the bid submission being rejected as non-responsive. The
Parish reserves the right to award bid to the next lowest responsive and responsible bidder in this event.
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INSTRUCTIONS FOR BIDDERS AND GENERAL CONDITIONS

15. NON PUBLIC WORK BIDS - Completed, Signed and Properly Notarized Affidavits Required in conformity with the provisions
contained in LSA — RS 38:2224 and Sec 2-923.1 of the Jefferson Parish Code of Ordinances. For bidding purposes, all bidders must
submit with bid submission COMPLETED, SIGNED and PROPERLY NOTARIZED Affidavits, including: Non-Collusion Affidavit, Debt
Disclosures Affidavit and Campaign Contribution Affidavit. For the convenience of vendors, all affidavits have been combined into one
form entitled NON PUBLIC WORKS BID AFFIDAVIT. This affidavit must be submitted in its original format, and without material
alteration, in order to be compliant and for the bid to be considered responsive. A scanned copy of the completed, signed and properly
notarized affidavit may be submitted with the bid, however, the successful bidder must submit the original affidavit in its original format
and without material alteration upon contract execution. Failure to comply will result in the bid submission being rejected as
non-responsive. The Parish reserves the right to award bid to the next lowest responsive and responsible bidder in this event.

16. The ensuing contract for this bid solicitation may be eligible for FEMA reimbursement and/or Federal funding/reimbursement. As
such, the referenced appendix will be applicable accordingly and shall be considered a part of the bid documents. All applicable
certifications must be duly completed, signed and submitted with bid submission. Failure to submit applicable certifications with bid
submission will result in bid rejection.

17. For this project, the Contractor shall not pay any state or local sales or use taxes on materials and equipment which are affixed
and made part of the immovable property of the project or which is permanently incorporated in the project (hereinafter referred to as
"applicable materials and equipment."). All purchases of applicable materials or equipment shall be made by the contractor on behalf
of and as the agent of Jefferson Parish (Owner), a political subdivision of the State of Louisiana. No state and local sales and use
taxes are owed on applicable materials and equipment under the provisions of Act 1029 of the 1991 Regular Session - Louisiana
Revised Statute 47:301(8)(c). Owner will furnish to contractor a certificate form which certifies that Owner is not required to pay such
state or local sales and use taxes, and contractor shall furnish a copy of such certificate to all vendors or suppliers of the applicable
materials and equipment, and report to Owner the amount of taxes not incurred.

It shall be the duty of every parish officer, employee, department, agency, special district, board, and commission: and the
uty of every contractor, subcontractor, and licensee of the parish, and the duty of every applicant for certification of
ligibility for a parish contract or program, to cooperate with the Inspector General in any investigation, audit, inspection,

performance review, or hearing pursuant to JPCO 2-155.10(19). By signing this document, every corporation, partnership, or

person contracting with PARISH, whether by cooperative endeavor, intergovernmental agreement, bid, proposal, application
r solicitation for a parish contract, and every application for certification of eligibility for a parish contract or program,
ttests that it understands and will abide by all provisions of JPCO 2-155.10.

See Page 1 for Conflicts of Interest Statement




LOUISIANA UNIFORM PUBLIC WORK BID FORM 50-00134837

TO: JEFFERSON PARISH S— INSTALLATION OF NEW TOT LOT
PURCHASING DEPT PLAY STRUCTURES FOR DEPT.
200 DERBIGNY ST. SUITE 4400 OF PARKS & RECREATION

GRETNA, LA 70053

(Owner to provide name and address of owner)
(Owner to provide name of project and
other identifying information)

The undersigned bidder hereby declares and represents that she/he; a) has carefully examined and understands the Bidding Documents, b) has
not received, relied on, or based his bid on any verbal instructions contrary to the Bidding Documents or any addenda, c) has personally
inspected and is familiar with the project site, and hereby proposes to provide all labor, materials, tools, appliances and facilities as required
to perform, in a workmanlike manner, all work and service?gor the ¢ strqc%o%and completion of lilgz re ereg}:eﬁproject, all in strict
accordance with the Bidding Documents prepared by:__Jefferson Paris epartment of Parks ecreation

and dated:_june 23, 2021

(Owner to provide nanie of entity preparing bidding documents.)

Bidders must acknowledge all addenda. The Bidder acknowledges receipt of the following ADDENDA: (Enter the number the Designer has
assigned to each of the addenda that the Bidder is acknowledging)

TOTAL BASE BID: For all work required by the Bidding Documents (including any and all unit prices designated "Base Bid" * but not
alternates) the sum of}

Doliars ($)

ALTERNATES: For any and all work required by the Bidding Documents for Alternates including any and all unit prices designated as
alternates in the unit price description.

Alternate No. 1 (Owner to provide description of alternate and state whether add or deduct) for the lump sum of:

N/A Dollars  ($)

Alternate No. 2 (Owner to provide description of alternate and state whether add or deduct) for the lump sum of:

A
Dollars (%)

Alternate No. 3 (Owner to provide description of alternate and state whether add or deduct) for the lump sum of:

N/A Dollars ($)

NAME OF BIDDER:

ADDRESS OF BIDDER:

LOUISIANA CONTRACTOR’S LICENSE NUMBER:

NAME OF AUTHORIZED SIGNATORY OF BIDDER:

TITLE OF AUTHORIZED SIGNATORY OF BIDDER;

SIGNATURE OF AUTHORIZED SIGNATORY OF BIDDER **;

DATE:

E FOLLOWING IT ARE TO BE INCLUDED WITH THE SUBMISSI F THIS LOUISIA
UNIFORM PUBLIC WORK BID FORM:

* The Unit Price Form shall be used if the contract includes unit prices. Otherwise it is not required and need not be included with the form.
The number of unit prices that may be included is not limited and additional sheets may be included if needed.

** A CORPORATE RESOLUTION OR WRITTEN EVIDENCE of the authority of the person signing the bid for the public
work as prescribed by LA-R.S. 38:2218 (B)(5).

BID SECURITY in the form of a bid bond, certified check or cashier’scheck as prescribed by LA-R.S. 38:2218.(A) is attached to and
made a part of this bid.
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LABOR & MATERIALS NEEDED TO PROVIDE, DELIVER & INSTALL ALL
SUPPLIES NEEDED FOR PLAYSTRUCTURES AT ONE (1) TOT LOT FOR
THE DEPARTMENT OF PARKS & RECREATION

SECTION 1.0 — SITE VISIT:

To schedule a site visit, please contact Gerry Constant at (504) 349-5000 or
gconstant@jeffparish.net, Monday through Friday between the hours of 9:00
a.m., and 2:00 p.m.

e Jobsite (1) is Bent Tree Tot Lot Corner of Foliage & Leaf, Marrero, LA

SECTION 2.0 — BOND REQUIREMENTS:

e An Electronic bid bond will be required with bid submission in the amount of 5%
of the total bid.

e A performance bond will be required for this bid. The amount of the performance
bond will be 50% of the contract price and shall be supplied at the signing of the

contract.

e A payment bond will be required for this bid. The amount of the payment bond
will be 50% of the contract price and shall be supplied at the signing of the contract.

SECTION 3.0 — SCOPE:

We extend this bid to cover all labor, materials, and necessary essentials to install new
tot lot play structures including slab, structures and safety surface at the location
provided.

SECTION 4.0 —LICENSE REQUIREMENTS:

A Louisiana State Contractor’s License shall be required for this project in one of the
following classifications:

e Building Construction
and/or
e Specialty: Recreation and Sporting Facilities and Golf Courses

1
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A LA State Contractor’s License will be required in accordance with LSA R.S. 37-2150 et.
seq. Failure to comply will cause the bid to be rejected. When submitting the bid
electronically, the license number must be entered in the appropriate field in the electronic
procurement system. Failure to comply will cause the bid to be rejected.

SECTION 5.0 — QUANTITIES/INSPECTION:

Bidders must inspect the site and perform their own measurements in order to determine
the proper quantity of materials and equipment required to complete this project. All
measurements given in these specifications are informational only.

SECTION 6.0 — BID SPECIFICATIONS:

The successful bidder shall supply all labor, materials and necessary essentials to perform
the following at Bent Tree Tot Lot.

e |Install Little Tikes Commercial 2-bay swing set with (2) inclusive and (2) tot seats
per attached layout.

e Approximately 850 SF of 4” thick, concrete slab with rebar reinforcement.

e Approximately 85 SF No fault poured-in-place rubber surfacing, 3” depth to meet
7” critical fall height, color shall be 50% black, 50% standard color (terra cotta, blue,
tan or green).

e Pour-in-Place rubber surface in specs for tot lots, color shall be picked from
color chart provided by awarded vendor

e All colors to be selected by owner from color chart provided by awarded
vendor

e Parks and Recreation will not be responsible for any materials or
equipment on site while job is in progress

e Awarded vendor must provide their own dumpster on site to dispose of
debris and must get dumpster location approved

e Vendor shall be responsible for furnishing and installing all equipment,
parts, supplies, supervision and personnel needed, plus any permits, fees,
etc. need to complete this job.

e Allwork to be done in workmanlike manner.

e Contractor shall be responsible for any damage to grounds, i.e.: ruts, concrete and
structural, etc. Contractor shall take pictures and video before starting job.

e Structure layout attached
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e Specifications provided herein include Custom Little Tikes Commercial Play
structures. This brand is chosen to provide product desired and quality standard.
Another equal or better quality product may be considered by the Jefferson
Parish Recreation Department.

1.1
1.2

1.3

1.4

1.5

PART 1 — GENERAL

Description: R0302215242
Quality Assurance:

1.2.1

Equipment and Design Qualifications:

1.2.1.1  All playground equipment shall comply with all the
requirements of CPSC, ASTM, ADA and will be IPEMA
certified.

1.2.1.2  Allsafety fall zones shall be determined in accordance with
ASTM 1487-07 and CPSC Handbook for Public Playground
Safety Publication number 325. All playground equipment
designs shall be evaluated and signed off by a NPSI
certified playground inspector.

Manufacturer Qualifications:

1.3.1

The manufacturer of the playground equipment must carry a
minimum of 10 million dollars of liability insurance with an AM best
rating. The manufacturer of the playground equipment must have a
minimum of 10 years experience in manufacturing commercial
playground equipment.

Applicable Standards

14.1

1.4.2

1.4.3
1.4.4

1.4.5

ASTM F1487-07

Standard consumer performance specification for playground
equipment for public use.

CPSC Handbook for Public Playground Safety,

publication number 325.

CSA Z2614-07

EN 1176-98 (if requested)

European Standard for Playground equipment

All manufactured components must be IPEMA certified
International Playground Equipment Manufacturers Association.

Concrete Work

e Approximately 850 SF of 4” thick, concrete slab with rebar reinforcement.
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PART 2 — PRODUCTS —

2.1 Part numbers are for reference only.

Part Number

Description

200111492
200202202
200202204
200202836
200203433
912358
925960
926020
INSTALL

LABEL, IDENTIFICATION STAMPED W/RIVETS
MAXPLAY 8 STANDARD BEAM

MAXPLAY 8' ADD-ON STANDARD BEAM
ASSY TOT SEAT F/8' SWING W/CHAIN
INCLUSIVE SWING SEAT W/CHAINS 8'
INCLUSIVE 3-POINT HARNESS W/HDWR
THUMB DRIVE 2GB - PPLT

LITTLE TIKES CARD F/THUMB DRIVE
INSTALL BOOK FOR PP ORDERS BOOKS
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2.2

General Equipment Specifications:

2.2.1 Plastic Caps shall fit snugly into 127 mm (5") and 33 mm (1.315") tube
ends and shall be injection molded Low Density Polyethylene. This plastic
shall be stabilized against ultraviolet (UV) degradation and shall have color
molded in. All caps will be installed at the factory and 127 mm (5”) caps will
be secured with aluminum hammer drive pins.

2.2.2 Aluminum Caps shall fit snuggly into 127 mm (5") tube ends. The
Aluminum cap shall be made from SAE 413 aluminum with a minimum wall
thickness of 4 mm. Prior to insertion into the post, all caps shall be painted
per PPLT PAINT Specification. All caps will be installed at the factory and 127
mm (5”) caps will be secured with aluminum hammer drive pins.

2.2.3 PPLT PAINT Specification: Primer shall be electrostatically applied
and

cured in an infrared oven. Paint shall be an electrostatically applied
polyester TGIC (triglycidyl isocyanurate) powder coating which shall be
cured at temperatures between 400 and 500 degrees Fahrenheit. The
thickness of the combined primer/paint shall be between 5 mils and 11 mils.
The polyester powder shall comply with ASTM standards: D-2794 (Impact
Resistance Test), B-117 (Salt Spray Resistance Test), G26 (Weatherability
Test), and D3359B (Adhesion Crosshatching Test).

2.2.4 PlayPower Operations ROTO Specification: Rotationally Molded
Plastic

Parts shall be molded from linear low density polyethylene with ultraviolet
(UV) light stabilizers, anti-static guard (for Molding purposes) and color
molded in. This material shall comply with ASTM-D-790 (Flex Modulus),
ASTM -D-638 (Tensile Strength), ASTM-D-648 (Heat Deflection
Temperature), ARM-STD (Low Temperature Impact) and rated UL 94. — OR
APPROVED EQUAL

2.2.5 PPLT PVC Specification: Textured Poly-Vinyl-Chloride coating shall be
an average of 3 mm (.125”) thick. Poly-vinyl-chloride coating shall be oven
cured and textured for added traction when wet or dry.

2.2.6 Hardware: Bolts, Nuts, Screws, Threaded Spacers, Washers and
Other
Hardware used in the assembly of components shall be metric stainless
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steel and tamper resistant. All necessary hardware shall be provided.

2.2.7 Deck Clamp assemblies shall consist of two steel half-clamps. Clamp
profiles shall be designed to eliminate protrusions. Clamps shall be die
formed from 12 gauge HRPO steel. Clamps shall have a 6 mm (.25") radius
rib formed in the top and bottom of the clamp for structural integrity. The
clamp attachment bracket shall be formed from 11 gauge sheet steel and
shall be welded securely to the clamp half. All clamp halves shall be zinc
plated, yellow dichromate coated and phosphate coated before being TGIC
(triglycidyl isocyanurate) polyester powder coated. Tamper-resistant
fasteners shall be used to retain clamps and shall consist of M10 six lobe
socket head stainless steel cap screws and M10 slab-base Tee nuts. All
clamps shall be provided with aluminum hammer drive pins to protect
against slippage.

2.2.8 Rail Clamp assemblies shall consist of two steel half-clamps. Clamp
profiles shall be designed to eliminate protrusions. Clamps shall be die
formed from 12 gauge HRPO steel. Clamps shall have a minimum 6 mm
(.25") radius rib formed in the top and bottom of the clamp for structural
integrity. All clamp halves shall be zinc plated, yellow dichromate coated
and phosphate coated before being TGIC (triglycidyl isocyanurate) polyester
powder coated. Tamper-resistant fasteners shall be used to retain clamps
and shall consist of M10 six lobe socket head stainless steel cap screws and
M10 slab-base Tee nuts. All clamps shall be provided with aluminum
hammer drive pins to protect against slippage.

2.2.9 Wing and Panel Clamp assemblies shall consist of two steel half-
clamps. Clamp profiles shall be designed to eliminate protrusions. Clamps
shall be die formed from 12 gauge HRPO steel. Clamps shall have a 6 mm
(.25") radius rib formed in the top and bottom of the clamp for structural
integrity. The clamp wing bracket shall be formed from 7 gauge sheet steel
and shall be welded securely to the clamp half. All clamp halves shall be zinc
plated, yellow dichromate coated and phosphate coated before being TGIC
(triglycidyl isocyanurate) polyester powder coated. Tamper-resistant
fasteners shall be used to retain clamps and shall consist of M10 six lobe
socket head stainless steel cap screws and M10 slab-base Tee nuts. All
clamps shall be provided with aluminum hammer drive pins to protect
against slippage.
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2.2.10 All Steel Tube Components shall comply with ASTM standards: A-500,
Or A-513. The steel tube components contain five layers including an inside
galvanized coating, high tensile strength cold formed steel, hot dipped pure
zinc meeting ASTM B-6 applied at 3.5 tenths of an once per square foot, and
a proprietary conversion and advanced polymer coatings. The components
are freed of excess weld spatter and shall be cleaned in a multiple bath
system which shall include a rust-inhibitive iron phosphate wash prior to
painting. Exceptions: 127 mm (5") O.D. aluminum posts.

2.2.11 Brackets shall be fabricated from punched and formed 4.5 mm pre-
galvanized sheet steel.

2.2.12 Gaskets shall be rubber injection molded from ultraviolet (U.V.)
protected

synthetic rubber. Rubber gaskets shall provide an aesthetic seal around the
wonder fastener and bracket.

2.2.13 Footing for 127 mm (5") diameter upright posts shall be 305 mm
(12")

diameter x 940 mm (37") depth. Galvanized steel posts shall be 127 mm
(5") 0.D., 11 gauge pre-galvanized round tubing. Minimum tensile strength
shall be 330MPa (48,000 psi). Minimum yield point shall be 310MPa (45,000
psi). The bottom portion of all upright posts shall be crimped slightly

2.2.14 Component Specifications:

2.2.14.1 11 GAUGE GALVANIZED STEEL POST shall be 127 mm (5") O.D., 11
gauge pre-galvanized round tubing. Minimum tensile strength shall be
330MPa (48,000 psi). Minimum yield point shall be 310MPa (45,000 psi).
Plastic caps shall fit into the uncrimped end of the 127 mm (5") tube. After
fabrication, all posts shall be painted per PPLT PAINT Specification.

2.2.14.2 ACTIVITY PANELS, TIC-TAC-TOE, SPELLING, MATH, AND ANIMAL
shall consist of a cylinder assembly and enclosure panel. Cylinders shall
have vertical support bars which shall be fabricated from 25 mm (1") 0.D.,
pre-galvanized steel tubing. Panel and cylinders shall be rotationally
molded per PPLT ROTO Specification. The molded-in graphics shall not be
raised above the surface of the plastic. Panel mounting brackets shall be
fabricated from 7 gauge pre-galvanized sheet steel. After fabrication, all
steel parts shall be painted per PPLT PAINT Specification.
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2.2.14.3 ARCHED CHAIN CLIMBER shall be designed to incorporate a one-
piece, all welded frame. The side rails shall be arched and have a center to
center spacing of 722 mm (28.437"). The side rails shall be fabricated from
42.2 mm (1.66") O.D. pre-galvanized steel tubing. Chain shall be 4/0 steel
coated per PPLT PVC Specification. Available with hand hold loops or safety
loops. Safety Loops shall be fabricated from 33 mm (1.315") O.D. and 3/4"
X 1" FSO pre-galvanized steel tubing. Hand Hold Loops shall be fabricated
from 33 mm (1.315") O.D. pre-galvanized steel tubing. After fabrication all
parts except for the chain assembly shall be painted per PPLT PAINT
Specification.

2.2.14.4 COLORED KICK PLATE AND DECK TO DECK ACTIVITY PLATES shall be
fabricated from 13 gauge (2.3 mm) pre-galvanized sheet steel for the 8",
12", and 16" models and shall have fun faces laser cut into them. The 24",
28", and 32" models shall be fabricated from 11 gauge (3.0 mm) pre-
galvanized sheet steel. After fabrication, deck to deck plates shall be
painted per PPLT PAINT Specification. 24", 28" and 32" plates shall have
grooves cut into them with optional slider "Parachute/shapes" fabricated
from CNC Routed high density polyethylene sheet.

2.2.14.5 COLORED KICK PLATES AND DECK TO DECK ACTIVITY PLATES shall
be fabricated from 13 gauge (2.3 mm) pre-galvanized sheet steel for the 8",
12", and 16", 24", 28", and 32" plain models. Models with slots or
Parachutes (24", 28", 32") shall be fabricated from 11 gauge (3.0 mm) pre-
galvanized sheet steel. After fabrication, deck to deck plates shall be painted
per PPLT PAINT Specification. 8", 12" and 16" plates shall have fun faces
laser cut into them. 24", 28" and 32" plates shall have grooves cut into them
with optional slider "Parachute/shapes" fabricated from CNC Routed high
density polyethylene sheet.

2.2.14.6 CURLY CLIMBER shall be of a design which will not allow children
to climb into the interior of the coil. Curly Climber coils shall be fabricated
from 33 mm (1.315") O.D. pre-galvanized steel tubing. The center support
post shall be fabricated out of 42.2 mm (1.66") O.D. pre-galvanized steel
tubing. Enclosure shall be fabricated from 33 mm (1.315") O.D. pre-
galvanized steel tubing and 3 mm (11 gauge) pre-galvanized sheet steel.
Curly Climbers shall be an all welded construction and shall be painted per
PPLT PAINT Specification.
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2.2.14.7 DOUBLE WIDE SLIDE WITH HOOD shall be rotationally molded per
PPLT ROTO Specification. Plastic double wide slide sides shall be 203 mm
(8") high from the slide surface and slide bed way shall be designed with a
406 mm (16") minimum width. Double wide slide shall be a one-piece
design with a center divider having no seams, joints or gaps. Slide end
support shall be fabricated from 38 mm (1.5") square tubing. Mid support
shall be fabricated from 60.3 mm (2.37") O.D. tubing. All steel tubing shall
be painted per PPLT PAINT Specification.

2.2.14.8 DOUBLE WIDE SLIDES shall be rotationally molded per PPLT ROTO
Specification. Plastic double wide slide sides shall be 203 mm (8") high from
the slide surface and slide bedway shall be designed with a 406 mm (16")
minimum width. Double wide slide shall be a one-piece design with a center
divider having no seams, joints or gaps. Slide end support shall be
fabricated from 38 mm (1.5") square tubing. Mid support shall be
fabricated from 60.3 mm (2.37") tubing. All steel tubing shall be painted
per PPLT PAINT Specification.

2.2.14.9 ELBOW SLIDES side rails shall be a minimum of 229 mm (9") high
from the slide surface. Slide and Slide Enclosure shall be rotationally
molded per PPLT ROTO Specification. Slide end support shall be fabricated
from 38 mm (1.5") square tubing. All steel tubing shall be painted per PPLT
PAINT Specification.

2.2.14.10 Identification label shall be fabricated from aluminum sheet .016"
(4 mm) thick and attached with aluminum pop rivets.

2.2.14.11 KB REACH ABACUS PANEL shall be fabricated from a combination
of33.4 mm (1.312") O.D. pre-galvanized steel tubing, 25.4 mm (1") O.D. pre-
galvanized steel tubing, and laser cut plates fabricated from 3.0mm (11
gauge) pre-galvanized sheet steel. Spheres shall be molded per PPLT ROTO
Specification. Each of the polyethylene spheres shall be 67 mm (2.64") in
diameter and be molded in red and yellow. Panels/rails shall be painted
per PPLT PAINT Specification.

2.2.14.12 KB REACH GEAR PANEL shall be fabricated from a combination of
33.4 mm (1.312") O.D. pre-galvanized steel tubing and a laser cut plate
fabricated from 3.0mm (11 gauge) pre-galvanized sheet steel. Gears,
frames, and handles shall be CNC Routed from HDPE sheet. The covers shall
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be CNC Routed from clear Polycarbonate material (Lexan). Panel shall be
painted per PPLT PAINT Specification.

e 2.2.14.13 LADDER PANEL shall be fabricated from 11 gauge sheet steel. Foot
openings shall be 76 mm (3") high x 429 mm (16.875") wide and evenly
spaced. Treads shall be 32mm (1.25") deep. The complete ladder assembly
shall be coated per PPLT PVC Specification. Available with hand hold loops
or safety loops. Safety Loops shall be fabricated from 33 mm (1.315") O.D.
and 3/4" X 1" FSO pre-galvanized steel tubing. Hand Hold Loops shall be
fabricated from 33 mm (1.315") O.D. pre-galvanized steel tubing. After
fabrication all parts shall be painted per PPLT PAINT Specification.

e 2.2.14.14 LOOP CLIMBER shall be fabricated from 33 mm (1.315") O.D. pre-
galvanized steel tubing. The loop climber shall be an all welded
construction. Enclosure shall be fabricated from 33 mm (1.315") O.D. pre-
galvanized steel tubing, 3/4" X 1" FSO pre-galvanized steel tubing and 4.5
mm (7 gauge) galvanized sheet steel. After fabrication all parts shall be
painted per PPLT PAINT Specification.

e 2.2.14.15 LOOP CLIMBER shall be fabricated from 33 mm (1.315") O.D. pre-
galvanized steel tubing. The loop climber shall be an all welded
construction. Enclosure shall be fabricated from 33 mm (1.315") O.D. pre-
galvanized steel tubing, 3 mm (11 gauge) pre-galvanized sheet steel and 4.5
mm (7 gauge) sheet steel. After fabrication all parts shall be painted per
PPLT PAINT Specification.

e 2.2.14.16 PB LEG LIFT BAR shall be fabricated from 25 mm (1") O.D,,
pregalvanized steel tube. Mounting tab shall be fabricated from 7 gauge
pre-galvanized sheet steel. After fabrication, all parts to shall be painted
per PPLT PAINT Specification.

e 2.2.14.17 SPIRAL CLIMBER shall be fabricated from 33 mm (1.315") O.D. pre-
galvanized steel tubing. The Spiral Climber shall be comprised of two main
parts each of which are all welded assemblies. Enclosure shall be fabricated
from 33 mm (1.315") O.D. pre-galvanized steel tubing, 3 mm (11 gauge) pre-
galvanized sheet steel and 4.5 mm (7 gauge) sheet steel. After fabrication
all parts shall be painted per PPLT PAINT Specification.

e 2.2.14.18 SQUARE VINYL CLAD METAL DECK shall cover a minimum of 1.03
square meters (1,596 square inches) of top surface area. Metal decks shall
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be fabricated from punched and formed 11 gauge hot rolled sheet steel.
This assembly shall be coated per PPLT PVC Specification.

e 2.2.14.19 STEEL DRIVING PANEL shall be fabricated from a combination of
33.4 mm (1.312") O.D. pre-galvanized steel tubing and a laser cut plate
fabricated from 2.3 mm (13 gauge) pre-galvanized sheet steel. Side plates
shall be fabricated from 3 mm (11 gauge) pre-galvanized sheet steel.
Steering wheels shall be cast in alloy 319 aluminum of the Aluminum-Zinc-
Magnesium type and comply to ASTM SC64d, UNS-A03191, QQA-371e, and
QQA-596d standards. Steering wheel shall mount to a 33 mm (1.315") O.D.
pre-galvanized tube. Prior to assembly, panel and wheel shall be painted
per PPLT PAINT Specification.

e 2.2.14.20 STEEL POST shall be 89 mm (3.5") 0.D., 11-gauge pre-galvanized
round tubing. M Minimum tensile strength shall be 380MPa (55,000 psi).
Minimum vyield point shall be 345MPa (50,000 psi). Plastic caps shall be
positioned in the top of each post. Posts shall be painted per PPLT PAINT
Specification.

e 2.2.14.21 STRAIGHT CRAWL TUNNEL shall have an approximate internal
diameter area of 762 mm (30") and three 76 mm (3") holes to allow for
visibility. Tunnel and panel shall be rotationally molded per PPLT ROTO
Specification.

e 2.2.14.22 TALK TUBE shall be fabricated from 48 x 3.4 mm (1.90" x .135")
wall steel tubing. The "Phone funnel" shall be fabricated from sheet steel
capped with tubing and have a perforated steel insert inside. Talk Tubes
shall be painted per PPLT PAINT Specification.

e 2.2.14.23 TRANSFER STATION WITH SAFETY RAIL shall consist of two
triangular decks and step assemblies for the handrails. Each triangular deck
shall be fabricated from 11 gauge sheet steel, covering .37 square meters
(575 square inches) and have three 25 x 152 mm (1" x 6") hand slots
incorporated into the deck surface for aid in user transition. The step
assemblies provide access from the transfer decks to a 915 mm (36"), 1016
mm (40"), 1220 mm (48"), 1422 mm (56"), 1625 mm (64") deck height.
Each step shall have a tread depth of 406 mm (16") and a tread width of 953
mm (37.5"), with each rise 203 mm (8") or less. Each step assembly shall
have an all welded construction from 13 gauge sheet steel. Each step
assembly and Transfer Deck shall be coated per PPLT PVC Specification.

11
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Transfer Station Safety Rails shall be fabricated from 33 mm (1.315") O.D.,
pre-galvanized, 11 gauge tubing and 3/4" X 1" FSO pre-galvanized tubing.
Safety rails shall provide an enclosure and shall have no gaps greater than
80 mm (3.15") and less than 254 mm (10"), especially between vertical
rungs and posts. Transfer Station loops shall be fabricated from 42.2 mm
(1.66") 0.D., pre-galvanized, 11 gauge tubing. All welded handrail
assemblies shall be painted per PPLT PAINT Specification.

e 2.2.14.24 TRANSFER STATION WITH SAFETY RAIL shall consist of two
triangular decks and step assemblies for the handrails. Each triangular deck
shall be fabricated from 13 gauge sheet steel, covering .37 square meters
(575 square inches) and have three 25 x 152 mm (1" x 6") hand slots
incorporated into the deck surface for aid in user transition. The step
assemblies provide access from the transfer decks to a 915 mm (36"), 1016
mm (40"), 1220 mm (48"), 1422 mm (56"), 1625 mm (64") deck height.
Each step shall have a tread depth of 406 mm (16") and a tread width of 953
mm (37.5"), with each rise 203 mm (8") or less. Each step assembly shall
have an all welded construction from 13 gauge sheet steel. Each step
assembly and Transfer Deck shall be coated per PPLT PVC Specification.
Transfer Station handrails shall be fabricated from 33 mm (1.315") O.D. pre-
galvanized, 14 gauge tubing and and 3/4" X 1" FSO pre-galvanized tubing.
Safety rails shall provide an enclosure and shall have no gaps greater than
80 mm (3.15") and less than 254 mm (10"), especially between vertical
rungs and posts. Transfer Station loops shall be fabricated from 42.2 mm
(1.66") O.D., pre-galvanized, 13 gauge tubing. All welded handrail
assemblies shall be painted per PPLT PAINT Specification.

e 2.2.14.25 TUNNEL SLIDE shall be configured to approximately a 762 mm
(30") internal diameter cross section. Tunnel slides shall be assembled using
an overlap joint on section connection and shall not have any internal
hardware. Tunnels, elbows and panels shall be rotationally molded per PPLT
ROTO Specification. Tunnel slide end supports shall be fabricated from 38
mm (1.5") square, pre-galvanized steel tubing and mid supports shall be
fabricated from 42.2 mm (1.66") O.D. pre-galvanized steel tubing. Both
supports shall be painted per PPLT PAINT Specification.

e 2.2.14.26 VERTICAL POD CLIMBERS shall be fabricated from 42.2 mm (1.66")
x 11 gauge pre-galvanized steel tubing. Plates shall be fabricated from 3 mm
(.12") sheet steel. Pods shall be fabricated from E.P.D.M. 50 duro rubber
with a steel insert molded inside. Enclosures shall be fabricated from 33 mm
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(1.315") O.D. pre-galvanized steel tubing and 3 mm (11 gauge) pre-
galvanized sheet steel. After fabrication all steel parts shall be painted per
PPLT PAINT Specification.

e 2.2.14.27 VINYL CLAD REST DECK shall cover a minimum of 2.5 meters
(3,872 square inches) of top surface area, be a two-piece construction of a
1/2 deck and a trapezoid deck and be designed to maintain a full 1.2 m (48")
on center post spacing. Metal decks shall be fabricated from 11 gauge hot
rolled steel which shall be punched, formed and reinforced with welded in
place 11 gauge strips and 7 gauge plates. Decks shall have a pattern of
equally spaced holes on each edge to provide flush mounting of play events
that attach to the deck. This hole pattern shall allow multiple decks to be
assembled at the same level providing a surface without size limitations.
This assembly shall be coated per PPLT PVC Specification.

e 2.2.14.28 WAVE SLIDE WITH HOOD shall be rotationally molded per PPLT
ROTO Specification. Plastic slide side rails shall be a minimum of 203 mm
(8") high from the slide surface and slide bed way shall be designed with a
406 mm (16") minimum width. Slide bed shall be one-piece with no seams
or joints. Slide end support shall be fabricated from 38 mm (1.5") square
tubing. Mid support shall be fabricated from 60.3 mm (2.37") O.D. tubing.
All steel components shall be painted per PPLT PAINT Specification

PART 3 — RUBBER SURFACING SPECIFICATIONS

3.1 WORKINCLUDED

This work includes furnishing and installing the No Fault Safety Surface or approved
equal. The surfacing Manufacturer/installer shall be responsible for all labor,
materials, tools, and equipment to perform all work and services for the
installation of the surface.

Quantity: Minimum 1,900 SF of poured-in-place rubber surfacing to meet the
Critical Fall Height required for new equipment at each location. Color shall be
50% black/50% standard color (to be selected by owner).

3.2 DESCRIPTION OF SYSTEM & GENERAL CONDITIONS

Safety Surface shall be poured-in-place and troweled to provide for a resilient,
seamless rubber surface installed over the specified rigid base. Safety Surface is

13
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comprised of an SBR base mat and EPDM or TPV colored cap, with both layers

being mixed with a non-flammable, non-shrinking, one part moisture cured

polyurethane adhesive as recommended by the Manufacturer and capable of

bonding to concrete, asphalt or compacted stone. Safety Surface shall be stable

and slip resistant to comply with, meet or exceed all requirements set forth in the

Americans with Disabilities Act (ADA, the American Society for Testing Materials
(ASTM International) and the Consumer Products Safety Commission (CPSC) for
manufactured Safety Surfaces as detailed below.

3.3 QUALITY ASSURANCE

3.3.1 Test Results

3.3.1.1 Impact Attenuation - ASTM F1292: Surface system that
is within the use zone of the surrounded playground
equipment shall be tested in accordance with ASTM
Specification F1292 and shall meet or exceed the
performance requirements of ASTM F1292, CPSC and/or CSA
Z614. Thus, surface system shall exhibit a head injury criterion
(HIC) not exceeding 1000 and a value of acceleration recorded
during an impact (g-max) not exceeding 200 from a height at
or greater than the fall height of the installed play structure as
shown on drawings.

3.3.1.2 Coefficient of Friction & Permeability - ASTM D2047

3.3.1.3 Surface Frictional Properties & Skid Resistance — ASTM
E303

3314 Flammability of Finished Floor Cover - ASTM D2859

3.3.15 Accessibility of Surface Systems — ASTM F1951

3.3.1.6 Tear Strength — ASTM D624 Standard Test Method for

Tear Strength of Conventional Vulcanized Rubber and
Thermoplastic

33.1.7 Tensile Strength — ASTM D412 Standard Test Methods
for Vulcanized Rubber Elastomers and Thermoplastic
Elastomers

3.3.1.8 Solar Reflective Index (SRI) — ASTM E1980 and ASTM
E903
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33.1.9 IPEMA Certification Required: International Play
Equipment Manufacturers Association (IPEMA) provides a
Third Party Certification Service whereby a designated
independent laboratory validates a surfacing manufacturer’s
certification of conformance to ASTM F1292, Standard
Specification for Impact Attenuation Under and Around
Playground Equipment. A list of Manufacturer’s current
validated products, their thickness and critical height may be
viewed at www.ipema.org.

3.3.2 Installer Qualifications

3.3.2.1 All materials under this section shall be installed by the
Manufacturer or its Certified Installers. The playground
surfacing installation shall not be performed by anyone other
than the product Manufacturer or its Certified Installers.

.4 SUBMITTALS AND APPROVAL

3.4.1 One original hard copy of the submittal package will be required,
with additional copies provided in digital format upon request. The
submittal package will be required upon request and prior to award
and shall include the following:

34.1.1 Manufacturer’s descriptive data and installation
instructions.

3.4.1.2 Manufacturer’s details showing depths of wear surface
and sub-base materials, anchoring systems and edge details.

3.4.1.3 A list of all materials and components to be installed,
including Manufacturer’s name, storage requirements, and
precautions, and shall state chemical composition and test
results to which material has been subjected in compliance
with these specifications.

34.14 Test results to substantiate that the product meets or
exceeds all ASTM & ADA requirements for each standard
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listed in Section 1.03 Quality Assurance. Test must be
performed and certified by an independent laboratory.

3.4.15 Copy of IPEMA Certification.

3.4.1.6 Statement signed by the Manufacturer of the synthetic
safety surfacing attesting that all materials under this section
shall be installed by the Manufacturer or its Certified
Installers.

3.4.1.7 Upon request, a sample specimen of safety surface
proposed for this project.

3.5DELIVERY, STORAGE and HANDLING

3.5.1 Materials and equipment shall be delivered and/or stored in
accordance with the Manufacturer’s recommendations.

3.6 PROJECT SITE CONDITIONS
3.6.1 Synthetic safety surfacing shall be installed on a dry subsurface, with
no prospect of rain within the initial drying period, at temperatures
recommended by the Manufacturer.

3.6.2 Installation in weather condition of extreme heat, temperatures less
than 40 degrees (F), and/or high humidity may impact cure time,
and/or the structural integrity of the final product. Immediate
surroundings of the site shall be reasonably free of dust conditions
and poor particulate air quality will impact the final surface look.

3.6.3 Safety surfacing shall be installed after the playground equipment is
installed unless otherwise noted.

3.7 WARRANTY - Surfacing shall be guaranteed against defects in workmanship
and material for a period of no less than five (5)
years.

3.8 PRODUCTS - Product shall be No Fault Safety Surface, or approved equal.
Safety Surface shall consist of synthetic poured-in-place safety surfacing
meeting the requirements of this specification and comprised of SBR, EPDM or
TPV, and polyurethane binder.
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3.9 MATERIALS

3.9.1 Polyurethane Binder

3.9.2

3.9.3

39.1.1 Polyurethane Binder for safety surfacing shall be
specifically designed for use with rubber granule material for
outdoor installations.

39.1.2 No toluene diphenel isocyanate (TDI) shall be used.

3.9.3.3 No filler materials shall be used in urethane such as
plasticizers and the catalyzing agent shall contain no heavy
metals.

39.14 Weight of polyurethane shall be no less than 8.5 lbs/gal
(1.02 Kg/1) and no more than 9.5 Ibs/gal (1.14 Kg/1)

3.9.15 COLOR TINTED BINDER WILL NOT BE ALLOWED.

3.9.1.6 Aromatic or Aliphatic Polyurethane Binder may be
used.

SBR (Impact Layer)

39.2.1 Only 100% shredded styrene butadiene rubber may be
used

3.9.2.2 Strands of SBR may vary from 0.5 mm — 2.0 mm in
thickness by 3.0 mm — 20 mm in length.

EPDM (Wear Surface)

39.3.1 EPDM particles shall meet requirements of ASTM D-
412 and CSA Z614-98 for tensile strength and elongation; and
ASTM D 2240 (Shore A) hardness of 55-65, not less than 26
percent rubber hydrocarbons.

3.9.3.2 EPDM shall be peroxide cured with an EPDM content
of 26% and shall include a processing aid to prevent hardness
with 26% poly content to maintain dynamic testing
characteristics, weatherization and UV stability.

3933 Size of rubber particles shall be not less than 1.0 mm,
or greater than 3.0 mm across with a minimum EPDM content
of 25% by weight and certified letter from Manufacturer
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stating this content. All rubber shall remain consistent in
gradation and size.

3934 STRAND, SHAVED, CHIPPED OR SHREDDED RUBBER IS
NOT ACCEPTABLE IN THE POURED CAP.

SECTION 7.0 - HOURS OF WORK:

Work shall be performed during normal working hours. All work must be scheduled with
owner representative 5 days in advance. The successful bidder shall work normal building
working hours (8:00am — 4:30pm) to provide a safe work environment at no extra charge
to Jefferson Parish.

SECTION 8.0 — CLEANING AREA AND SAFETY:

Job site must be clean and free of all litter and debris daily and upon completion of the
contract. Passageways must be kept clean and free of material, equipment, and debris at
all times. Inflammable material must be removed from the job site daily, because storage
will not be permitted on the premises. Precautions must be exercised at all times to
safeguard the welfare and safety of the general public, employees of Jefferson Parish, and
other Parish officials.

SECTION 9.0 — PERMITS:

The successful bidder shall obtain any and all permits required by the Jefferson Parish
Department of Inspection and Code Enforcement and/or the City of Gretna. The
successful bidder shall also be responsible for payment of these permits. All permits must
be obtained prior to the start of the project.

SECTION 10.0 — PRE-CONSTRUCTION CONFERENCE AND NOTICE TO PROCEED:

A Pre-Construction Conference shall be held between the successful bidder and the
owner before any work commences. No work shall be performed until the successful
bidder receives a written “Notice to Proceed” to begin work.
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SECTION 11.0— CONSTRUCTION TERM:

Upon receiving a notice to proceed, the Bidder agrees that all work shall be completed as
follows: Vendor agrees to commence actual physical work on the site with an adequate
force and equipment within 10 days from the date of Notice of Proceed. All work shall be
substantially completed in ONE HUNDRED TWENTY (120) consecutive calendar days from
date of Notice to Proceed.

~~~~~~~~~

Playground Layout |} i
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